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San Bang Tech Co is located in Bucheon City Korea.

We "SanBang Tech Co." with the slogan "Customer Satisfaction" 

all staff members are putting top priority on customer satisfaction as slogan.

We produce mechanical seal, rotary joint, air shaft, and carbon graphite 

based on our excellent design ability and processing technology. 

We design, manufacture and supply special products and foreign products 

that meet the conditions of use in addition to standard products.

We will always meet your expectations with the best products and the best service.

Also Our service include Maintenance and Repair Services assists 

with critical systems checks and plant equipment maintenance, 

as well as engineered component repair, removal and reinstallation services.
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Metal Rotor Stator
Gland

(Product)

Aux. Gland

(Sealant)

Packing

(Rotor)

Packing

(Stator)

A AM-350 Antimony Carbon Antimony Carbon - - - -

B Carbon Steel Resin Carbon Resin Carbon Carbon Steel Carbon Steel - -

C 304 SS - - 304 SS 304 SS Chemraz Chemraz

D 304L SS Carbon Press Fit. Carbon Press Fit. 304L SS 304L SS - -

E 316 SS - - 316 SS 316 SS EPDM EPDM

F - - - - - - -

G 316L SS - - 316L SS 316L SS G.F Teflon G.F Teflon

H Inconel - - Inconel Inconel - -

I Hast 'C - - Hast 'C Hast 'C - -

J Hast 'B - - Hast 'B Hast 'B - -

K 20 SS - - 20 SS 20 SS Kalrez Kalrez

L - - - - - - -

M - - - - - - -

N Nickel - - Nickel Nickel NBR NBR

O - Ceramic Solid Ceramic Solid - - Neoprene Neoprene

P - Ceramic Coating Ceramic Coating - - Perfluoro Perfluoro

Q - - - - - Teflon Coating Teflon Coating

R - SIC Press Fit. SIC Press Fit. - - - -

S - SIC 1 Solid SIC 1 Solid - - Silicon Silicon

T Titanium T/C Silod T/C Silod Titanium Titanium Teflon Teflon

U - T/C Coating T/C Coating - - - -

V - T/C Press Fit T/C Press Fit - - Viton Viton

W - SIC 2 Solid SIC 2 Solid - - - -

X - - - - - - -

Y - - - - - - -

Z - - - - - - -

  Material Code



  

 

 

  

 

 

 

  

   

  

                

 

Opreating Capacibilaty

Unbalanced Single Seal.

Shaft Diameter  : 10~55 mm

Temperature      : -20~100 

Pressure            : 5 bar

Speed                : 10 m/s

Materials

Seal Face    :  Silicon Carbide

                       Carbon Resin

Mating Face : Silicon Carbide

                       Alunminium Oxide  

Secondary Seals :  FKM / NBR                 

Demensions(mm)

  SB560
   Elastomer Bellows Mechanical Seals

SB560Z : With Support Ring
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Opreating Capacibilaty

Unbalanced Double Seal

Shaft Diameter : 20~50 mm

Temperature     : -20~160 

Pressure           : 10 bar

Speed               : 10 m/s

Materials

Seal Face    :  Silicon Carbide

                       Carbon Resin

Mating Face : Silicon Carbide

                       Alunminium Oxide  

Secondary Seals :  FKM / NBR                 

Demensions(mm)

  SBD560
   Elastomer Bellows Mechanical Seals

SBD560 Type mechanical seal is available in single, double and balanced arrangements.

An outside-mounted spring results in a compact working height that enables it to fit very short stuffing boxes.

Design Features

Use only 14 mm Shaft
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Design Features

Applications

  

 

  

  

 

    

        

   

  

       

Unbalanced Single Seal.

The MG series can also be used as a multiple seal in tandem or in a back-to-back arrangement.

MG series could be select as fitting length of EN12756

All Industry & Pumps

Opreating Capacibilaty

Unbalanced Single Seal

Shaft Diameter  : 10~100 mm

Temperature      : -20~140 

Pressure            : 12 bar

Speed                : 10 m/s

Axial Movement : ±1.0mm

Materials

Seal Face    :  Silicon Carbide

                       Carbon Resin

                       Carbon antimony

                       Tungsten Carbide

                       Special Steel

Mating Face : Silicon Carbide

                       Ceramic  

Combination : S/S/V

                       CA/CE/N                   

  MG1/MG2/MG3
   Elastomer Bellows Mechanical Seals
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Demensions(mm)

  MG1/MG2/MG3
   Stationary Type
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Opreating Capacibilaty

Shaft Diameter : 10~75 mm 

                            0.375-~.000 Inch

Temperature     : -20~160 

Pressure           : 10 bar

Speed               : 10 m/s

Axial Movement : ±1.5mm

Materials

Seal Face    :  Silicon Carbide

                       Carbon Resin

Mating Face : Silicon Carbide                        

Secondary Seals :  FKM / NBR        

Demensions(mm)

  SB2100
   Elastomer Bellows Mechanical Seals

Unbalanced Single Seal.

SB2100 Type mechanical seal is a compact, unitized, 

single-spring elastomer bellows seal that offers 

maximum durability and performance.

Design Features
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Opreating Capacibilaty

Shaft Diameter : 6~70 mm 

Temperature     : -20~120 

Pressure           : 4 bar

Speed               : 10 m/s

Materials

Seal Face    :  Silicon Carbide

                       Carbon Resin

Mating Face : Silicon Carbide 

                       Aluminium Oxide                       

Combination :  CA/CE/NBR

Demensions(mm)

  SB301
   Elastomer Bellows Mechanical Seals

Unbalanced Single Seal.

SB301 designed same as Type of PAC mechanical seal.

Easy instalation and fitting distance is short.

Design Features
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Design Features

Applications

  

  

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

            

 

      

   

Unbalanced Single seal.

RO Type is robust and easy 

to install design.

It is simple conversion of 

gland packings.

All Industry

Shipbuilding

Metal production 

and processing

Opreating Capacibilaty

Shaft Diameter : 20~150 mm

Temperature     : -30~250 

Pressure           : 15 bar

Speed               : 15 m/s

Slurry concebtration :

     Less than 0.5%

Materials

Seal Face           : 

  Silicon Carbide

  Carbon Antimony

  Tungsten Carbide

Mating Face        : 

  Silicon Carbide

  Carbon Antimony

  Tungsten Carbide

Secondary Seals : 

  FKM/ EPDM/NBR/FFKM                 

Demensions(mm)

  RO
   Multi Spring Mechanical Seals

RO ‘ISO’

RO ‘DIN’

10     www.sanbang-tech.com



Design Features

Applications

  

    

 

 

 

   

 

 

 

 

 

  

 

 

 

 

  

 

  

Unbalanced Double Seal.

DRO Type is robust and easy 

to install design.

It is simple conversion of 

gland packings.

All Industry

Shipbuilding

Metal production 

and processing

Opreating Capacibilaty

Shaft Diameter : 22~100 mm

Temperature     : -30~250 

Pressure           : 15 bar

Speed               : 15 m/s

Slurry concebtration :

   Less than 0.5%

Materials

Seal Face           : 

  Silicon Carbide

  Carbon Antimony

  Tungsten Carbide

Mating Face        : 

  Silicon Carbide

  Carbon Antimony

  Tungsten Carbide

Secondary Seals : 

  FKM/ EPDM/NBR/FFKM                           

Demensions(mm)

  DRO
   Multi Spring Double Mechanical Seals
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Design Features

Applications

  

 

 

    

 

 

   

 

 

 

 

 

 

  

            

 

 

 

 

  

 

  

Balanced Single Seal.

PTO Type is robust and easy 

to install design.

It is simple conversion of 

gland packings.

All industry

Shipbuilding

Metal production 

and processing

Opreating Capacibilaty

Shaft Diameter : 22~100 mm

Temperature     : -30~250 

Pressure           : 15 bar

Speed               : 15 m/s

Slurry concebtration :

   Less than 0.5%

Materials

Seal Face           : 

  Silicon Carbide

  Carbon Antimony

  Tungsten Carbide

Mating Face        : 

  Silicon Carbide

  Carbon Antimony

  Tungsten Carbide

Secondary Seals : 

  FKM/ EPDM/NBR/FFKM                           

Demensions(mm)

  PTO
   Multi Spring Balance Mechanical Seals

PTO ‘ISO’

PTO ‘DIN’
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Design Features

Applications

  

 

   

 

 

 

 

 

  

  

 

 

 

  

Balanced Sing Seal.

S1 Type is easy to install design

with / without stopper ring

All Industry

Water and waste water technology

Process pumps

Pulp pumps

Opreating Capacibilaty

Shaft Diameter : 20~65 mm

Temperature     : -20~160 

Pressure           : 10 bar

Speed               : 10 m/s

Materials

Seal Face    :  Silicon Carbide

                        Ceramic Coating/Tungsten Carbide

Mating Face : Silicon Carbide/Tungsten Carbide

                       Carbon Resin

  

Secondary Seals :  FKM/ EPDM/ FFKMDemensions(mm)

  S1
   Conical Coil Spring Mechanical Seals



 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Design Features

Applications

  

 

  

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

  

 

 

   

 

 

 

 

            

 

 

  

      

 

Unbalanced Single Seal.

SBN Type is rotating multiple 

spring and easy to install design.

It is Independent of direction 

of rotation.

EN12756

All Industry

Alkaline solutions

Low viscosity oils

Process pumps

Opreating Capacibilaty

Shaft Diameter : 10-200 mm

Temperature     : -30-200 

Pressure           : 25 bar

Speed               : 20 m/s

Materials

Seal Face           : 

  Silicon Carbide

  Carbon Antimony

  Tungsten Carbide

  Special Steel

Mating Face        : 

  Silicon Carbide

  Carbon Antimony

  Tungsten Carbide

  Special Steel

Secondary Seals : 

  FKM/ EPDM/NBR/FFKM                     

Demensions(mm)

  SBN/SBN-W
   Multi/Wave Spring Mechanical Seals

SBN

SBN-W

14     www.sanbang-tech.com



            

www.sanbang-tech.com     15

Design Features

Applications

  

 

 

 

 

  

 
  

            

 

 

 

       

Balanced Single Seal.

SBNB Type use for stepped shaft

and easy to install design.

It is Independent of direction 

of rotation.

EN12756

All Industry

Alkaline solutions

Low viscosity oils

Water and waste water technology

Opreating Capacibilaty

Shaft Diameter : 10~200 mm

Temperature     : -30~200 

Pressure           : 75 bar

Speed               : 20 m/s

Materials

Seal Face           : 

  Silicon Carbide

  Carbon Antimony

  Tungsten Carbide

  Special Steel

Mating Face        : 

  Silicon Carbide

  Carbon Antimony

  Tungsten Carbide

  Special Steel

Secondary Seals : 

  FKM/ EPDM/NBR/FFKM

Demensions(mm)

  SBNB/SBNB-W
   Multi/Wave Spring Mechanical Seals

SBNB

SBNB-W
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Design Features

Applications

  

    

 

 

   

 

 

  

  

  
            

   

 

 

 

  

 

 

   

               

               

 

Unbalanced Single Sseal.

MI Type is positive torque 

transmission due to bayonet drive 

between seal head and drive collarn.

It is Independent of direction 

of rotation.

Water and waste water technology

High-viscosity liquids

Process pumps

Pulp pumps

Opreating Capacibilaty

Shaft Diameter : 10~200 mm

Temperature     : -20~160 

Pressure           : 12 bar

Speed               : 20 m/s

Solids content   : 7 %

Materials

Seal Face           : 

  Silicon Carbide

  Tungsten Carbide  

Mating Face        : 

  Silicon Carbide

  Carbon Resin

  Tungsten Carbide  

Secondary Seals : 

  FKM/ EPDM

Demensions(mm)

  M1
   Single Coil Spring Mechanical Seals

M1 ‘ISO’

M1 ‘DIN’
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Design Features Applications
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Balanced Single Seal.

M1B Type is positive torque 

transmission due to bayonet drive 

between seal head and drive collarn.

It is use for stepped shaft.

Water and waste water technology

High-viscosity liquids

Process pumps

Pulp pumps

Opreating Capacibilaty

Shaft Diameter : 10~200 mm

Temperature     : -20~160 

Pressure           : 25 bar

Speed               : 20 m/s

Solids content   : 7 %

Materials

Seal Face    :  Silicon Carbide/Carbon Resin/

                       Tungsten Carbide

Mating Face : Silicon Carbide/Tungsten Carbide

  

Secondary Seals :  FKM/ EPDM

                              Demensions(mm)

  M1B
   Single Coil Spring Mechanical Seals

M1B ‘ISO’

M1B ‘DIN’



Design Features

Applications

  

 

 

 

 

  

    

 

    

                 

   

  

       

 

Balanced Single Seal.

C1L Type Seals desiged with flange. 

It is well performed chemical resistance 

applications.

Simple assembled and Easy install.

General Industry 

Specially use for chemical Industry

Pulp and Paper Industry

Opreating Capacibilaty

Shaft Diameter : 25-~5mm

Temperature     : -30~200 

Pressure           : 15 bar

Speed               : 15 m/s

Materials

Seal Face           : Silicon Carbide                                                         

Mating Face        : Silicon Carbide                              

Secondary Seals : FKM/ EPDM/NBR                           

Demensions(mm)

  C1L
   Outside Mechanical Seals
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Design Features

Applications
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SBR Type is developed for extreme temperature 

ranges, Short installation length,

It is well performed under pumping screw for highly 

viscous media available.

Process, oil and gas industry

Refining technology

Petrochemical industry

Chemical industry

Hot, Cold, Highly viscous media

Special rotating equipment

Opreating Capacibilaty

Shaft Diameter : 18~100 mm

Temperature     : -20~300 

Pressure           : 25 bar

Speed               : 15 m/s

Materials

Seal Face           : Silicon Carbide

                             Carbon Antimony

Mating Face        : Silicon Carbide

Bellows                : AM350/C276/Inconel                         

Secondary Seals : FKM/EPDM/NBR/FFKM                            
Demensions(mm)

  SBR
   Metal Bellows Mechanical Seals
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Design Features

Applications
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SBGR Type Seals are 

dependent on the direction of rotation

to EN12756(DIN24960).

It is use for Grundfos Pump.

General Industry 

Specially use for Grundfos pumps :

CR 1,3,5,10,15,20,32,45,9 

Temperature     : -30~180

CRN 1,3,5,10,15,20,32,45,64,90

Temperature     : -20~90

Opreating Capacibilaty

Shaft Diameter : 12/16 mm

Temperature     : -20~150 

Pressure           : 12 bar

Speed               : 10 m/s

Materials

Seal Face           : Silicon Carbide

                             Carbon Resin

                             

Mating Face        : Silicon Carbide

                              Tungsten Carbide

Secondary Seals : FKM/ EPDM/NBR                              

Demensions(mm)

  SBGR
   Catridge Mechanical Seals
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Design Features

Applications
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Balanced Single Seal.

SCT Type Seal is compact design, 

simple assembled and easy install.

General Industry including 

Chemical processing, 

Petrochemical processing, 

Parmaceutical, 

Food and Power generation.

Opreating Capacibilaty

Shaft Diameter : 25~100 mm

Temperature     : -40~250 

Pressure           : 20 bar

Speed               : 10 m/s

Materials

Seal Face           : Silicon Carbide

                             Carbon Resin

                             Carbon Antimony

                             Tungsten Carbide

                             Special Steel

Secondary Seals : FKM/ EPDM/NBR/FFKM                            

Demensions(mm)

  SCT
   Single Catridge Mechanical Seals
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Design Features

Applications

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

  

 

 

 

    

  

           

 

    

 

    

                 

   

  

                

 

Banalced Double Seal.

DCT Type Seal is 

Independent of direction of rotation 

double compact design. 

Simple assembled and easy install.

General Industry including 

Chemical processing, 

Petrochemical processing, 

Parmaceutical, 

Food and Power generation.

Opreating Capacibilaty

Shaft Diameter : 25~100 mm

Temperature     : -30~250 

Pressure           : 20 bar

Speed               : 15 m/s

Materials

Seal Face           : Silicon Carbide

                             Carbon Resin

                             Carbon Antimony

                             Tungsten Carbide

Secondary Seals : FKM/ EPDM/NBR/FFKM

Demensions(mm)

 DCT
  Double Catridge Mechanical Seals



Design Features

Applications

  

 

 

 

 

 

 

 

  

   

  

 

 

  

  

  

   

  

        

   

  

Balanced Single Seal.

S-100 Type is developed for high 

temperature range and sliding velocity.

It is well performed under variety operating 

conditions and easy maintenance.

Refining technology

Power plant technology

Chemical industry

High sliding velocities

Pumps

Special rotating equipment

Opreating Capacibilaty

Shaft Diameter : 25~ 65 mm

Temperature     : -30~250 

Pressure           : 10 bar

Speed               : 15 m/s

Materials

Seal Face           : Silicon Carbide

                             Carbon Resin

                             Carbon Antimony

                             Tungsten Carbide

Secondary Seals : FKM/ EPDM/NBR/FFKM

Demensions(mm)

 S-100
  Metal Bellows Single Catridge Mechanical seals

D D
3D
1

L1

L3

L2

D
2
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Design Features

Applications

  

 

 

 

   

 

   

  

   

 

 
 

    

  

  

 

   

 

 

 

  

  

   

    

 

 

  

                

 

Balanced Double Seal.

S-200 Type is developed for high 

temperature range and sliding velocity.

It is well performed under variety operating 

conditions and easy maintenance.

Refining technology

Power plant technology

Chemical industry

High sliding velocities

Pumps

Special rotating equipment

Opreating Capacibilaty

Shaft Diameter : 25~ 65 mm

Temperature     : -30~250 

Pressure           : 15 bar

Speed               : 20 m/s

Materials

Seal Face           : Silicon Carbide

                             Carbon Resin

                             Carbon Antimony

                             Tungsten Carbide

Secondary Seals : FKM/ EPDM/NBR/FFKM

Demensions(mm)

 S-200
  Metal Bellows Double Catridge Mechanical seals



Design Features Applications

  

   

  

        

   

  

       

SRA Type Seals use for top entry drives, 

on request side drive possible.

Independent of direction of rotation, 

Multiple springs rotating and

outboard mounted.

Chemical industry

Petrochemical industry

Refininnig Technology

Parmaceutical industry

Food and Power generation.

Opreating Capacibilaty

Shaft Diameter : 25~180 mm

Temperature     : -20~150 

Pressure           : 6 bar

Sliding velocity  : 0 ... 2 m/s 

Axial movement: ±1.5 mm

Radial movement: ±1.5 mm

Materials

Seal Face           : Silicon Carbide

                             Carbon Resin

                             Carbon Antimony

                             Tungsten Carbide

Secondary Seals : FKM/ EPDM/NBR/FFKM

 SRA/SRA-C/SRA-D
  Dry running Mechanical Seals
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Demensions(mm)

 SRA/SRA-C/SRA-D
  Dry running Seals
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Design Features

Applications

  

 

 

 

   

 

  

  

  

 

   

  

  

 

   

 

  

   

SWD Type use for top entry drives, 

on request other drives possible.

Modular and flexible design.

Independent of direction of rotation. 

With floating bearing.

Agitators / Mixers / Reactors

Chemical industry

Petrochemical industry

Pharmaceutical industry

Food and beverage industry

Opreating Capacibilaty

Shaft Diameter   :

Temperature       : -30~200 

Pressure             : 16 bar

Speed                 : 5 m/s

Axial movement  : ±3.0 mm

Radial movement: 1.0 mm

Materials

Seal Face           : Silicon Carbide

                             Carbon Resin

                             Carbon Antimony

                             Tungsten Carbide

                             

Secondary Seals : FKM/ EPDM/NBR/FFKM                          

 SWD
  Catridge Unit Mechanical seals

Standards

Options

Din 28136 T2(For dteel vessels)

Din 28141     (Floating Connection)

Din28145      (Shaft diameter & step)

Cooling or heating flange

Leakage drain or flush

Polymerizationbuffer
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Design Features

Applications

  

 

 

 

 

 

 

 

 

 

 

  

 

 

  

  

   

SWN Type use for top entry drives, 

on request other drives possible.

Modular and flexible design.

Independent of direction of rotation. 

Without floating bearing

Agitators / Mixers / Reactors

Chemical industry

Petrochemical industry

Pharmaceutical industry

Food and beverage industry

Opreating Capacibilaty

Shaft Diameter   :

Temperature       : -30~200 

Pressure             : 16 bar

Speed                 : 5 m/s

Axial movement  : ±3.0 mm

Radial movement: 1.0 mm

Materials

Seal Face           : Silicon Carbide

                             Carbon Resin

                             Carbon Antimony

                             Tungsten Carbide

                             

Secondary Seals : FKM/ EPDM/NBR/FFKM

 SWN
  Catridge Unit Mechanical seals

Standards Options

Din 28136 T2(For dteel vessels)

Din 28141     (Floating Connection)

Din28145      (Shaft diameter & step)

Cooling or heating flange

Leakage drain or flush

Polymerizationbuffer
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Design Features

Applications

  

 

 

 

 

 

 

   

 

  

 

   

SDN Type use for top entry drives, 

on request other drives possible.

Modular and flexible design.

Independent of direction of rotation. 

Without floating bearing.

Agitators / Mixers / Reactors

Chemical industry

Petrochemical industry

Pharmaceutical industry

Food and beverage industry

Opreating Capacibilaty

Shaft Diameter   :

Temperature       : -20~150 

Pressure             : 6 bar

Speed                 : 5 m/s

Axial movement  : ±3.0 mm

Radial movement: 1.0 mm

Materials

Seal Face           : Silicon Carbide

                             Carbon Resin

                             Carbon Antimony

                             Tungsten Carbide

                             

Secondary Seals : FKM/ EPDM/NBR/FFKM

 SDN
  Catridge Unit Mechanical seals

Standards Options

Din 28136 T2(For dteel vessels)

Din 28141     (Floating Connection)

Din28145      (Shaft diameter & step)

Cooling or heating flange

Leakage drain or flush

Polymerizationbuffer
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Opreating Capacibilaty

  LCA-1
   Seal Pot

Seal pots are employed in the measurement of high density and corrosive fluids.

They are used as sealing liquid container to safe-guard the measuring instruments.

We design all IN, OUT and DRAIN valves PT3/8.

Design Features
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  Rotary Joint

SRJH101,103
SRJH Series is designed with bellows seal type. 

This structure gives KC series long life time.

It also contains ball bearing so the operation is stable 

and easy to repair since KC can be seperated in 3 pieces.

SRJS301, 303
SRJS Series is consisted with bearing carbon, seal carbon and 

cover carbon which give stable operation at rotating and long dulability, 

seal face is treated with heat and it is mached well 

with the seal carbon.

Size Range           : 20A~50A

Max. Pressure       : 20 bar

Max. Speed           : 200 rpm

Max. Temperature : 230 

Media : Steam, Hot Oil, Water, Hot Water

Size Range           : 15A~50A

Max. Pressure       : 17 bar

Max. Speed           : 250 rpm

Max. Temperature : 300 

Media                    : Steam, Hot Oil
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  Rotary Joint

SRJW201,203H101,103
SRJH Series is stable because adapt ball bearings when operating 

at the high speed.

It is consisted of stainless steel, it has high resistance to corrosions. 

The coefficience of friction at the seal face is reduced by the mechanical 

seal type, and easy to repair because the body and had can be seperated.

RU-M1
The rotating union was developed for pnematic and hydraulic purpose.

It is light due to aluminium body and made of strong.

It is being used a lot in slit line and automatic line of steel industry and hydraulic process.

Size Range           : 10A~50A

Max. Pressure       : 20 bar

Max. Speed           : 1,500 rpm at 10A~25A

                                   600 rpm at 32A~50A

Temperature          : -30~80 

Media : Water, Hot Water,Air, Gas

Size Range           : 8A~50A

Max. Pressure       : 20 bar

Max. Speed           : 1,500 rpm at 10A~25A

                                   600 rpm at 32A~50A

Temperature          : -30~80 

Media : Water, Hot Water,Air, Gas
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  Rotary Joint

SRJP504D
The rotating union was developed for pnematic and hydraulic purpose.

It is light due to aluminium body and made of strong.

It is being used a lot in slit line and automatic line of steel industry and hydraulic process.

Max. Pressure       : 10 bar (Air)

                                 210 bar (Hydraulic)

Max. Speed           : 250 rpm

Max. Temperature : 120 

Max. Pressure       : 10 bar (Air)

                                 210 bar (Hydraulic)

Max. Speed           : 250 rpm

Max. Temperature :  90 

RU-M4
Being used in pneumatic and hydraulic devices of multi stage index table.

Having long life cycle stable due to special steel.

Multi port are available on customer’s demand.
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  Rotary Joint

SRJP504C
The rotating union make cutting part cool by supplying 

cutting oil at high pressure and speed.

It is mainly used in a machine tool.

SRJP504E
This is developed not to collide each fluid since each 

they flows in related line by sealing from two rotary joint.

Max. Pressure       : 10 bar (Air)

                                 210 bar (Hydraulic)

Max. Speed           : 15,000 rpm

Max. Temperature : 70 

Media                 : Coolant, Hydraulic Oil

Max. Pressure       : 10 bar (Air)

                                 210 bar (Hydraulic)

Max. Speed           : 200 rpm

Max. Temperature : 120 

Media                 : Air, Hydraulic Oil, Vacuum
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  Seal Material

Resin Impregnated Carbon Graphite

Antimony Impregnated Carbon Graphite

Babbitt Impregnated Carbon Graphite

Copper Impregnated Carbon Graphite

Resin bonded Carbon 

Applications

Chemical Industry : Circulation pump seals, Compressors, etc

Metal processing   : Bearings and sleeves at high temperature

Fiber, Dyeing and Paper Industry : As submergible bearings, 

                                                       Rotary pressure joint for dryers.

food-stuff or Drinks Industry : As non-contaminating-bearings, 

                                               bearings at low temperature
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